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Multireader Plug&Play Board Aircoil RS232 

 
 

 

 

 

 

 

 

 

The Multi reader module of Elatec is ideal, if flexibility, size and price are 
important. 

Due to the modular concept, different sizes, antennas (air coil or stick) and 
interfaces are possible at relative low cost. 

The reader module is designed for integration into machines, terminals, 
handheld computers and others. 

This reader module is available with RS232 and USB interface. 



 

Elatec reserves the right to change any information or data in this document without prior notice. The distribution and the update of this document is not 
controlled. Elatec declines all responsibility for the use of product with any other specifications but the ones mentioned above. Any additional requirement for a 
specific customer application has to be validated by the customer himself at his own responsibility.  
Where application information is given, it is only advisory and does not form part of the specification. 
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Technical data 
Housing Without 
Frequency 125 KHz +/- 0,5% 
Dimensions  65 * 47 * 13 mm (with air coil) 
Power supply +8- 12V DC +/- 10% 
current Standby: 15mA 

operating: 50mA 
Temperature range -20° … +60°C (-4 F … 140 F) 
Antenna Air coil  
Read- / write distance Proximity 
Supported transponders - EM4102, UNIQUE (read only) 

- EM4105, ZOODIAC (read only) 
- EM4150, TITAN 
- HITAG-1, HITAG-2, HITAG-S32, HITAG-S256, 

HITAG-S2048 (all without krypto mode) 
- Q5, T5555 

Technical standards CE 
weight 40g 
Ordering info: AXA200  (RS232 version) 

AXA500  (USB version) 
 
 

Dimensions 

 

 
all dimensions in mm, approx.  
Grid size 2,54 mm 

Pinout  

Pin RS232 USB 

CN1-1 GND Black (GND) 

CN1-2 Vin (+8v..12V) Red (VCC) 

CN1-3 RXD -Data in, 12V-level Green (D+) 

CN1-4 TXD -Data out, 12V-level White (D-) 

CN2 Do not connect Do not connect 

 
Connection to a PC: 

Pin (reader) Pin (PC, 9-pol)  USB 

CN1-1 (GND) 5 (GND) Black (GND) 

CN1-2 VCC  Red (VCC) 

CN1-3 (RXD) 3 (TXD) Green (D+) 

CN1-4 (TXD) 2 (RXD) White (D-) 

Power supply can be established with 
a unstabilised power supply.

 


