DATASHEET

High Temperature Tag

Mechanical dimensions Diameter Thickness mm
20mm +/- 0.2mm 2.2mm +/- 0.3mm
25mm/3mm hole (+/- 0.2mm) 3.2mm +/- 0.3mm
30mm/3mm hole (+/- 0.2mm) 2.2mm +/- 0.3mm
Chip type | EMA4100, Hitag series, Atmel 5557, Mifare Series, I-code SLI
Electrical Operating frequency 125kHz +/-6kHz
Operating frequency 14MHz +/-500kHz
Temperature Storage -25C to +115C
Operating -25C to + 75T
Material Polycarbonate half shell housing

Copper wire antenna and module potted in polyurethane
Enclosure rating: IP67

Options Colour: white, black or blue
Code printing: colour white or black
1 side logo printing, adhesive backing, custom housing

Packaging Delivered in shrink wrapped foil and packed in a box

Type number TGU-XX-YY-C
(XX = chip, YY= Diameter, C= black or white)

Elatec reserves the right to change any information or data in this document without prior notice. The distribution and the update of this document is not
controlled. Elatec declines all responsibility for the use of product with any other specifications but the ones mentioned above. Any additional requirement for a
specific customer application has to be validated by the customer himself at his own responsibility.

Where application information is given, it is only advisory and does not form part of the specification.
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